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Auto Gate Valve (TGVSA-MF160/125/100)

Soft Start Auto Gate Valve

Slow & Fast Pumping Control (특허등록)

Vibration & Particle free à In-Line Gate Valve

Open/Close Position Indicating & Alarm display

Remote (설비측) Control 가능

Field Installation : Samsung & Hynix (300mm FAB)
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System 구 성

Auto Gate Valve (TGVSA-MF160/125/100)
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Open → Close : < 0.4 sec
Close → Open : < 0.3 secLead time for Open/Close

LED display
by Magnet SensorPosition Indicating

ISO100 – 8 kg 
MF125 – 10 kg 
MF160 – 12 kg

O-Ring (Viton) 

SUS 304 / AL 6061

SUS 304 (EP)
Option : X-Coating

≤ 200 °C

1 x 10-9 torr to 1.6 bar

< 1 x 10-8 mbar.liter/sec

Main Power for Controller

- Bypass V/V

- Main V/V

Pneumatic - Supply

Operating Air(N2) Pressure

Utilities

Weight

- Gate Sealing

AC220V, 단상,  < 5A- Mechanism

O.D : 4 mmØMaterials - Body

O.D : 6 mmØBody Temperature

O.D : 6 mmØPressure Range

65~120 psig (0.45~0.8 Mpa)Leak Rate

TGVSA Series
(MF125/160)

Technical 
TGVSA Series (ISO/MF-100/125/160)

Specifications

Auto Gate Valve (TGVSA-MF160/125/100)
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1) Local/Remote Selecting – Push Button
. Local : Blue Lamp ‘ON’ 상태

Local에서만 조작 가능
. Remote : Lamp ‘OFF” 상태

Remote에서만 조작 가능
2) ALARM

. 밸브 Fail & Pump Stop 상태 표시

. Valve Fail : 
- 밸브의 Miss Position 발생시

LED ‘ON’되고, 정상상태에서는 ‘OFF’
- Indicating 기능, LED ‘ON’ 상태에서

밸브 작동해도 관계없음
. Pump Stop : Pump Stop시 LED ‘ON’되며

밸브는 자동 Close되고 정상 복구 될때까지
밸브 조작 불가능 (Interlock 기능)

1. Local Controller – Pump측에 설치된 Controller

2. Remote Controller – 설비측에 설치된 Controller

Local/Remote Selecting 기능을 제외하고, 
Local Controller와 동일
( Local/Remote Button이 없음 )

3) Open/Close - Push Button
. Open : Open시 Bypass 밸브 Open 시간 (Main Controller에

setting된 time)동안 Lamp 깜박거린 후
Main Valve Open되면 Lamp는 ‘ON’ 상태 유지됨

. Close : Button을 누르거나, Pump Stop시 Close 됨

3. Main Control Box – Pump Rack에 설치된 Control Box

1) Pump Signal Selection Switch 
. Pump Maker에 따라 선택사용
. NO (A 접점) : 우측 첫번째 위치

– Alcatel, LOT, Ebara 사용
- 스위치 위에 각 위치별 LED 표시됨
- Pump Run시 접점 Close

. NC (B 접점) : 우측 두번째 위치
– Edwards 사용 (Pump Run시 접점 Open)

* 주의 : Pump Maker 별 제 위치가 아니면
Pump Stop 되어도 Auto Close 안됨

2) Soft Pumping Time 설정
. 설정 시간 동안 Open시 Bypass 밸브 OPEN
. 시간단위 : 초(sec)
. 조정 : Up/Down 버튼으로 조정가능

4. 기타 사항

1) Controller의 Power ‘OFF’ 시 : 밸브는 현 상태로 유지됨
. OPEN 상태에서 Power OFF되어도 밸브는 OPEN상태 유지됨
. 순간정전(약 1초 이내) 시Control Power는 OFF 되지 않음

2) Control Power ‘OFF’되어도, N2만 공급 된다면 Main Controller 
내부의 Sol. Valve에서 Manual Operation 가능함

. 정전 또는 비상시 Manual 작동 가능
(파란색 버튼을 눌러서 회전함) 

. 정상 복구시 원상태 복귀해야
Controller에서 조작 가능함

MVO : Main V Open
BVO : Bypass V Open

MVC : Main V Close
BVC : Bypass V Close

작 동 설 명 서
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Auto Gate Valve (TGVSA-MF160/125)
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Auto Gate Valve (TGVA-50)
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AGV-Main Controller

370360280212F

110.5110.5110.5110.5E

410400320252D

390380300233C

350330310290B

230210210190A

4CH3CH2CH1CH
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AGV Controllers

Local Controller Remote Controller

280220160100H

27021015090F

302242182122G

25519513575I

90E

122D

20C

60B

75A

4CH3CH2CH1CH

299.5239.5179.5119.5H

302242182122F

30303030G

319259199139E

334274214154D

20C

30B

119.5A

4CH3CH2CH1CH


